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Screwdriver PH2 Flat MDD PEED
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_ 0,8Nm 125°C soportes partes activas
70°C otras partes
1250C live parts supports
700°C other parts
Caracteristicas Técnicas / TechnicalData - e
-25°C/70°C
250V
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Termoplastico

Thermoplastic Negro / Black

niquelado
Brass / Nickel-plated earthing
contacl

- Latén - Contacto de tierra

UNE 20315-1-1, UNE 20315-1-2,IEC 60884-1CEE7 SS I
2011/65/UE (RoHS), 2012/19/UE (RAEE2)

Cantidad minima de pedido: 1unidad / Minimun quantity order: 1unit
Cadigo arancelario / Tariff code: 85366990

Cajaindividual /

0,075Kg 100x46x42 mm 8429760821472
Single box
LUz 10 u. 0,803Kg 185x120x100 mm 18429760821479
Inner Box
eelplicnay 300u. 24,09Kg 600x400x400 mm 28420760821476
Master Box

+ Las operaciones de instalacion, puesta en servicio, inspeccion y mantenimiento solo podran ser
realizadas por personal adecuadamente cualificado y formado entemas eléctricosy de
seguridad aplicables. El cumplimiento de las instrucciones de seguridad no excusa el cumplimiento
de otras normas especificas de lainstalacion, el lugar, el pais u otras
circunstancias que afecten al cuadro (R.D.614/2001, REBT, etc...).
Installation, commissioning, inspection and maintenarnce operations can only be carried out by suitably
qualified personnel trained in applicable electrical and safety issues. Compliance with the safety instructions
does not
excuse compliance with other regulations specific to the installation, the place, the country or other
circumstances that affect the table (R.D.614 /2001, REBT, etc...).

+ No se debe instalar el equipo sobre una superficie de material inflamable, ni en ambientes que
pudieran estar bajo influencia de productos agresivamente corrosivos.
Do not install the equjpment on a surface of flammable material, or in environments that may be under the
Influence of aggressively corrosive proaucts.

+ Realizar inspecciones visuales periédicas de la envolvente. Se deben buscar grietas, golpes,
etc, que puedan afectar al funcionamiento normal del cuadro y al grado IP designado.
Perform periodic visual inspections of the enclosure. Look for crack, bumps, etc, that may affect the normal
operation of the enclosure and the designated IPdegree.
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